
CLEAR WATER
;

Inspection Date: 1/28/20Alaska Copper WorksProject:

Technician: Elaine LytleProject No.: 19ACW1

System Performance:

Was system running during the inspection? El Yes No

Flow Rates (gpm) Effluent 116.8 The flows should be ~155 gpmInfluent 86.0

The bag filters should be replaced
if differential pressure > 8 psi

Bag Filter #1Pressures (psi) Effluent 9Influent 8

Bag Filter #2 Pressures (psi) Influent 7 Effluent 8

The carbon filters shouid be
backflushed if differential
pressure > 8 psi

Carbon Filter Pressures (Lead) Effluent 4Influent 8

Effluent 0Carbon Filter Pressures (Lag) nfluent 3

El Yes NoWere the bag filters replaced?

Yes El NoWas the carbon backflushed?

Maintenance and Inspection Checklist:

Completed
(Y/N) Issues/Notes/CommentsTask

No issues.El Yes NoWalchem Controller Inspected

Influent was not registering flow, was taken out and
cleaned. Influent flow meter reads properly now.B Yes NoFlow Meters Inspected

Reading properly.Level Sensor Cleaning/Inspection El Yes No

No leaks.B Yes NoInspect System Plumbing

Running properly.E Yes NoPumps Inspected

Clean and organized.E Yes NoGeneral Housekeeping

1 almost full 55 gallon drum, one emptyB Yes NoChemistry Level

All there in job box.E Yes NoSafety Materials Inspected

Calibrated. 7.16 to 6.96 pHE Yes NopH Probe Inspection/Calibration
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CLEAR WATER

Water Sampling:

ESI Yes NoWere water samples taken?

Turbidity 2.69 NTUpH 7.69Raw water:

Bag Filter Influent Turbidity 11.3 NTUpH 8.39

Bag Filter Effluent pH 8.63 Turbidity 8.35 NTU

Carbon Filter Influent pH Turbidity 4.99 NTU8.22

Carbon Filter Effluent pH 7.85 Turbidity 475 NTU

Monthly Tasks:

Were samples submitted to Analytical? Yes ESI No

Analytical Lab: N/A

Yes ESI NoWas Walchem data downloaded?

Were the tank sludge levels checked? Yes ESI No

Sludge Depth (inches):

N/ADecant Tank:

N/ATreatment tank:

N/ABackflush tank:

N/AMain lift station:

N/ANorth lift station:

N/ASouth lift station:

Additional Comments,Recommendations and System Upsets:

Influent flow meter was stuck in housing, but with David's help, we got it out and
cleaned the paddle wheel. Cartridge filters were changed out. The pressures were 20/7
and 19/6. The central and south lift stations were off upon arrival to site. Walked site
with Gerry and turned them on.

Water Treatment TechElaine Lytle 1/28/20
Technician Title Date
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